PeMelwloK onsa 4acoB U3 HaTypanbHOW KoXXu ana Apple Watch Series 54321

Au3anH npoaykKTa :

@ peMnyM PemeLloK A/15 YaCOB M3 HaTypaJibHON KOXMU
@ MArKUN, ObllWaln, Nerknm

@ C 3aCTeXKOWN 13 Hep)XaBeloLlen ctanu

OcobeHHOCTH NpoayKTa:

1. Bepx 13 KOXN 1N MArKOe NMPUKOCHOBEHME: HaTypasibHas KoxXKa NpeMnyM-kKsiacca ¢ MArkuM
BEPXOM C MOAHbIM MacTEPCTBOM, HOBbIN CTWUJIbHLIN AN3alH, NPUATHBLIN 419 KOXXW, YA0OHbIN
OLLyLeHMe NMPUKOCHOBEHNS Ha 3anscTbe.

2. MofHbIN An3aiH B KOXKaHOM CTUJ1e C NPSXKKOWN 13 Hep)XaBetoLwwen ctanu, yaobHbIn n
npocTton B 0bmeHe

3. PeMeLLOoK NOCTaBASAETCS C NepeXOfHNKAMIN U3 Hep)XaBeLWEeNn cTaim Ha 06omx KOHLaXx,
KOTOpble HafeXXHO (OUKCUPYIOTCA Ha Yacax U HaLeXHO PUKCUPYIOTCSH, NIerKo (PUKCUMPYIOTCS
N CHUMAKOTCA.


https://www.trendybay.cn/products/Apple-Watch-Straps.htm







TOP LEATHER & SOFT TOUCH

Premium leather for both surface and lining,
features incredible touch feeling.
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Soft Breathable lightweight
A




TOP GENUINE LEATHER
SOFT TOUCH FEELING

SOFT BREATHABLE DERMIS






BAND COMPATIBILITY

series] series2 series3 series4

6.5-7.9inch Wrap the rope to your wrist tight
and then make a mark on it.
165-200mm
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Measure the rope length from zero scale

Fits most wrists
6.5'7.9iﬂCh/1 40_200 mm to the marked position with a ruler.

* Excuse me if there are any errors in pure manual measurement.



INSTALLATION AND DISASSEMBLY
THE FOLLOWING FIGURE

<

Align well with the slot Slip into watch chuck Hearing the click,
we succeeded.

PRESS AND REMOVE

If you want to replace the bandjust
press to remove it




